TUREN24_1007_5

Outside

Material

ALU110

Heat insulation

U

Door without glass

U,=0,55 W/im’K

- Frame with thermal break and with thermomodule

- Sash with thermal break and with thermomodule

- Aluminium plates

- Glazing (VSG3.3.1 Satinat/Argon/LOWE4/Argon/
ILOWE4/Argon/VSG3.3.1 Satinat)

- Insulating and resistance materials

- Threshold with thermal break

- Weatherboard

- 2 seals and 3 brushes

ALUMINIUM

Total depth (mm)

93 mm

Door leaf (mm)

93 mm

Gaskets (black)

3

Heat insulation

upto 0.55 wW/im? K*

Door leaf covering

Outside + Inside

Locking System

AV3 - Mechanical automatic multiple locking system
with 2x double swivel hooks
+ daytime latch from Winkhaus

Outside color

RAL colors by choice

Inside color

RAL colors by choice

Opening

DIN Left or DIN Right

Opening inside or outside

Hing_jes

Door hinge - 3D adjustable

Handle

Inside and outside in different variations

Cylinder lock

with D keys + emergency function

Door threshold

Aluminium threshold with thermal break

Special options
More options
Online Door Configurator

EAV3 Motor
RC2
Models
Sidelight
Skylight

Fingerprint
Keyboard
LED lighting
Additional profiles
House number

* The thermal insulation value was calculated for a door with dimensions of 1100X2100mm without glass.



TUREN24_1005_5

Outside

Material

Heat insulation

Door without glass

U.=0,88 W/m’K

1 - Frame with thermal break and with thermomodule
2 - Sash with thermal break and with thermomodule
3 - Aluminium plates
4 - Glazing (VSG3.3.1 Satinat/Argon/LOWE4/Argon/
IVSG3.3.1 Satinat)
5 - Insulating and resistance materials
6 - Threshold with thermal break
7 - Weatherboard
8 - 3 seals and 1 brush

ALUMINIUM

Total depth (mm)

90 mm

Door leaf (mm)

66 mMm

Gaskets (black)

3

Heat insulation

up to 0.88 wim? K*

Door leaf covering

Outside + Inside

Locking System

AV3 - Mechanical automatic multiple locking system
with 2x double swivel hooks
+ daytime latch from Winkhaus

Outside color

RAL colors by choice

Inside color

RAL colors by choice

Opening

DIN Left or DIN Right

Opening inside or outside

Hinges

Door hinge - 3D adjustable

Handle

Inside and outside in different variations

Cylinder lock

with D keys + emergency function

Door threshold

Aluminium threshold with thermal break

Special options
More options
Online Door Configurator

EAV3 Motor
RC2
Models
Sidelight
Skylight

Fingerprint
Keyboard
LED lighting
Additional profiles
House number

* The thermal insulation value was calculated for a door with dimensions of 1100X2100mm without glass.



TUREN24_1003_5

Outside

Material

WH100 Base

Door without glass

U.=0,68 W/m’K

- Frame with steel reinforcement
and with aluminium cladding

- Sash with steel reinforcement
and with aluminium covering

- Aluminium plates

- Glazing (VSG3.3.1 Satinat/Argon/LOWE4/
IArgon/VSG3.3.1 Satinat)

- Insulating and resistance materials

- Threshold with thermal break

- Weatherboard

8 - 2 seals and 2 brushes

PVC with ALUMINIUM

Total depth (mm)

108 mm

Door leaf (mm)

66 mm

Gaskets (black)

3

Heat insulation

upto 0.68 Wim? K *

Door leaf covering

Outside

Locking System

AV3 - Mechanical automatic multiple locking system
with 2x double swivel hooks
+ daytime latch from Winkhaus

Outside color

RAL colors by choice

Inside color

White

Opening

DIN Left or DIN Right

Opening inside

Hinges

Door hinge - 3D adjustable

Handle

Inside and outside in different variations

Cylinder lock

with D keys + emergency function

Door threshold

Aluminium threshold with thermal break

Special options
More options
Online Door Configurator

EAV3 Motor Fingerprint
RC2 Keyboard
Models LED lighting
Sidelight Additional profiles

Skylight House number

* The thermal insulation value was calculated for a door with dimensions of 1100X2100mm without glass.



TUREN24_1004_5

Outside

Material

WH100 TH+

Heat insulation

Glass
U.=0,4 Wim’K

9

Door without glass

U,=0,58 W/m’K

- Frame with steel reinforcement
and with aluminium cladding

- Sash with steel reinforcement
and with aluminium covering

- Aluminium plates

- Glazing (VSG3.3.1 Satinat/Argon/LOWE4/
IArgon/VSG3.3.1 Satinat)

- Insulating and resistance materials

- Threshold with thermal break

- Weatherboard

- 2 seals and 2 brushes

PVC with ALUMINIUM

Total depth (mm)

110 mm

Door leaf (mm)

80 mm

Gaskets (black)

3

Heat insulation

upto 0.58 Wim?K*

Door leaf covering

Outside + Inside

Locking System

AV3 - Mechanical automatic multiple locking system
with 2x double swivel hooks
+ daytime latch from Winkhaus

Outside color

RAL colors by choice

Inside color

White

Opening

DIN Left or DIN Right

Opening inside

Hinges

Door hinge - 3D adjustable

Handle

Inside and outside in different variations

Cylinder lock

with 9 keys + emergency function

Door threshold

Aluminium threshold with thermal break

Special options
More options
Online Door Configurator

EAV3 Motor Fingerprint
RC2 Keyboard
Models LED lighting
Sidelight Additional profiles
Skylight House number

* The thermal insulation value was calculated for a door with dimensions of 1100X2100mm without glass.



Outside

Material

WH75 Base

Heat insulation

Door without glass

U,=0,73 WimK

1 - Frame with steel reinforcement
and with aluminium cladding

2 - Sash with steel reinforcement
and with aluminium covering

3 - Aluminium plates

4 - Glazing (VSG3.3.1 Satinat/Argon/LOWE4/
IArgon/VSG3.3.1 Satinat)

5 - Insulating and resistance materials

6 - Threshold with thermal break

7 - Weatherboard

8 - 2 seals and 1 brush

PVC with ALUMINIUM

Total depth (mm)

101 mm

Door leaf (mm)

62 mm

Gaskets (black)

2

Heat insulation

up to 0.73 Wlm2 K*

Door leaf covering

Outside

Locking System

AV3 - Mechanical automatic multiple locking system

with 2x double swivel hooks
+ daytime latch from Winkhaus

Outside color

RAL colors by choice

Inside color

White

Opening

DIN Left or DIN Right

Opening inside

Hinges

Door hinge - 3D adjustable

Handle

Inside and outside in different variations

Cylinder lock

with D keys + emergency function

Door threshold

Aluminium threshold with thermal break

TUREN24_1001_5

Special options
More options
Online Door Configurator

EAV3 Motor
RC2
Models
Sidelight
Skylight

Fingerprint
Keyboard
LED lighting
Additional profiles
House number

* The thermal insulation value was calculated for a door with dimensions of 1100X2100mm without glass.



TUREN24_1002_5

Door leaf

Outside

Material

WH75 TH+

Door without glass

U,=0,67 W/imK

1 - Frame with steel reinforcement
and with aluminium cladding

2 - Sash with steel reinforcement
and with aluminium covering

3 - Aluminium plates

4 - Glazing (VSG3.3.1 Satinat/Argon/LOWE4/

5.

6-

IArgon/VSG3.3.1 Satinat)
Insulating and resistance materials
Threshold with thermal break

7 - Weatherboard

8 - 2 seals and 1 brush

PVC with ALUMINIUM

Total depth (mm)

103 mm

Door leaf (mm)

75 mm

Gaskets (black)

2

Heat insulation

up to 0.67 Wim*K*

Door leaf covering

Outside + Inside

Locking System

AV3 - Mechanical automatic multiple locking system
with 2x double swivel hooks
+ daytime latch from Winkhaus

Outside color

RAL colors by choice

Inside color

White

Opening

DIN Left or DIN Right

Opening inside

Hinges

Door hinge - 3D adjustable

Handle

Inside and outside in different variations

Cylinder lock

with D keys + emergency function

Door threshold

Aluminium threshold with thermal break

Special options
More options
Online Door Configurator

EAV3 Motor Fingerprint
RC2 Keyboard
Models LED lighting
Sidelight Additional profiles
Skylight House number

* The thermal insulation value was calculated for a door with dimensions of 1100X2100mm without glass.
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